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UNIT HEATERS
MODEL UDAP — POWER VENTED, LOW STATIC, AXIAL FAN
•	 Sizes 30 – 125 certified for residential heating application
•	 Sizes 30 – 400 certified for commercial/industrial heating application
•	 82 – 83% thermal efficient
•	 50 – 60°F rise range
•	 T-CORE2® heat exchanger
•	 T-CORE2® single burner combustion system
•	 Compact – Control compartment houses all electrical components

ITEM # MODEL
INPUT

BTU/HR
OUTPUT

MBH
MIN/MAX

CFM
BLOWER/FAN

SIZE (")
ROUND VENT

 DIA (")
WEIGHT/

LBS
850560 UDAP30 30,000 25 456 10 4 54
850562 UDAP45 45,000 37 629 10 4 59
850564 UDAP60 60,000 50 769 12 4 67
850566 UDAP75 75,000 62 961 12 4 72
850568 UDAP100 100,000 87 1361 16 4 96
850570 UDAP125 125,000 100 1556 16 4 101
850572 UDAP150 150,000 125 1921 18 5 172
850574 UDAP175 175,000 145 2242 18 5 187
850576 UDAP200 200,000 166 2562 18 5 187
850578 UDAP225 225,000 187 2882 20 5 203
850580 UDAP250 250,000 208 3202 20 5 215
850582 UDAP300 300,000 249 3843 24 6 269
850584 UDAP350 350,000 291 4483 24 6 294
850586 UDAP400 400,000 332 5123 24 6 306

NOTE: � Propane unit heaters available upon request — P.O.A. 
Model UDAP  in sizes 30-125 are approved for installation in attached residential garages/workshops under CSA 
International Requirement 10.96 – U.S. and CR96-0005 – Canada.

MODEL UDAS — SEPARATED COMBUSTION, LOW STATIC, AXIAL FAN
•	 Sizes 30 – 125 certified for residential heating application
•	 Sizes 30 – 400 certified for commercial/industrial heating application
•	 82 – 83% thermal efficient
•	 50 – 60°F rise range
•	 T-CORE2 ™ heat exchanger 
•	 T-CORE2 ™ single burner combustion system
•	 Compact – Control compartment houses all electrical components

The Advantage of Reznor Separated Combustion
The separated combustion system technology eliminates common “open flame” 
combustion problems such as contaminants in the indoor air, and negative building 
air pressure.
•	 �Air for combustion is taken from outside the building, preventing dirt, lint, dust or other 

contaminants in the indoor atmosphere from being burned.
•	 �The combustion air flow is unaffected by negative building pressure or wind which can 

cause nuisance shutdown.
•	 �Only one building penetration, horizontal or vertical (see the illustration at right).

ANSI Z83.8CSA 2.6

ANSI Z83.8CSA 2.6
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UNIT HEATERS  (cont’d)
MODEL UDAS — SEPARATED COMBUSTION, LOW STATIC, AXIAL FAN  (cont’d)

ITEM # MODEL
INPUT

BTU/HR
OUTPUT

MBH
MIN./MAX.

CFM
BLOWER/FAN

SIZE (")
ROUND VENT

 DIA (")
WEIGHT/

LBS
850590 UDAS30 30,000 25 456 10 4 54
850592 UDAS45 45,000 37 629 10 4 59
850594 UDAS60 60,000 49 769 12 4 67
850596 UDAS75 75,000 62 961 12 4 72
850598 UDAS100 100,000 87 1361 16 4 96
850600 UDAS125 125,000 100 1556 16 4 101
850602 UDAS150 150,000 125 1921 18 5 172
850606 UDAS200 200,000 166 2562 18 5 187
850608 UDAS225 225,000 187 2882 20 5 203
850610 UDAS250 250,000 208 3202 20 5 215
850612 UDAS300 300,000 249 3843 24 6 269
850614 UDAS350 350,000 291 4483 24 6 294
850616 UDAS400 400,000 328 5123 24 6 306

NOTE:  �Model UDAS  in sizes 30-125 are approved for installation in attached residential garages/workshops 
under CSA International Requirement 10.96 – U.S. and CR96-0005 – Canada.

INSTALLATION ACCESSORIES
ITEM # MODEL DESCRIPTION

850620 CC2 Vertical Vent Kit UDAS30 – 125
850621 CC2 Vertical Vent Kit UDAS150 – 400
850622 CC6 Horizontal Vent Kit UDAS30 – 125
850623 CC6 Horizontal Vent Kit UDAS150 – 400
850650 CK22 Ceiling Hang Brackets UDAS/UDAP30 – 125
850990 — 5" Wall Thimble
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