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residential electric water heaters
Point-of-Use
•	 Space-saving design
•	 High efficiency heating element 
•	 Temperature and pressure relief valve included 
•	 Over-temperature protector cuts off power in excess temperature situations 
•	 Automatic thermostat
•	 ��2-1/2 gallon model features:  
120 volt model with 3 prong cord set 
Wall bracket 
Corrosion resistant 1/4 turn drain valve

•	 240 volt model includes a junction box for easy installation of 1/2" or 3/4" conduit.
•	 Complies with applicable CSA standards. These units are UL listed.

CAPACITY APPROXIMATE
ITEM # model imp gal lTRS ht (") dia (") wt (lbs) elements

801347 RE10 8.5 39 23 15-3/4 46 120V  1.5 kW

Energy Efficient C-191.1-M90

CAPACITY APPROXIMATE
ITEM # model imp gal lTRS ht (") dia (") wt (lbs) elements

SIDE ENTRY
801349 82VP30-1 23.0 105 30 21-3/4 91 120V  1.5 kW
801350 82VP30-1 23.0 105 30 21-3/4 91 240V  3.0 kW

fury
•	 R-Foam Insulation
•	 Proven Rheemglas™ Lining
•	 �Direct immersion elements
•	 �Magnesium anode rod
•	 Temperature and pressure relief valve included
•	 Factory installed plumbing nipples
•	 �Electrical junction box located on top of water heater
•	 Automatic temperature control
	 Thermostats keeps water stored at a desired temperature
•	 Certified to the CAN/CSA C191.1-M90 efficiency standard

CAPACITY APPROXIMATE
ITEM # model imp gal lTRS ht (") dia (") wt (lbs) elements

TOP INLET, TOP EXIT
801348 RR317T* 30.0 136 46-1/2 19-3/4 105 208/240V  2.25/3.0 kW

*Not available in British Columbia.
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residential electric water heaters  (cont’d)
PROFESSIONAL
•	 Stand by watts loss 56 - 97
•	 Isolated tank design reduces conductive heat loss
•	 High efficiency resistored heating element
•	 FHR: 42 - 88 gallons based on gallon capacity
•	 Recovery rate is 21 gallons at a 90° Fahrenheit rise
•	 Compliant with many electric utility incentive programs
•	 Resistored anode rod equalizes aggressive water action
•	 Electric junction box located above heating elements
•	 Over-temperature protector
•	 Automatic thermostat
•	 �EverKleen™ self cleaning device fights harmful sediment build-up with a high-velocity spiraling water stream
•	 Brass drain valve
•	 Temperature and pressure relief valve included
•	 Certified to the CAN/CSA C191.1-M90 efficiency standard 

CAPACITY APPROXIMATE
ITEM # model imp gal lTRS ht (") dia (") wt (lbs) elements

TOP INLET
801351 PRO425TM 37.5 175 46 24-1/4 134 208/240V  2.25/3.0 kW
801353 PRO620TM 60.0 270 59 24-1/2 188 208/240V  3.38/4.5 kW

MARATHON
•	 Non-metallic Tank
	 -	 Seamless, blow-molded, polybutene tank
	 -	 Multiple layers of filament wound fiberglass
	 -	 Polyurethane insulation
	 -	 Recessed drain valve
	 -	 High temperature polysulfone dip tube
	 -	 Tough molded polyethylene outer shell
•	 Efficiency – .90 - .94 EF
•	 Well insulated for reduced standby heat loss
•	 Pipe wrap energy saving kit included to achieve maximum energy savings
•	 FHR: 52-104 gallons, based on gallon capacity
•	 Recovery rate: 20 gallons GPH at a 90° rise
•	 �Thermally fused upper element ,  titanium lower element
•	 Full-flow, brass drain valve
•	 Temperature and pressure relief valve
•	 Standard replacement parts

ITEM # Model 
capacity approximate

elementsUS gal ltrs ht (") dia (") wt (lbs)
801358 CMR40245 40.0 152 61-1/2 21-3/4 91 240V  4.5 kW
801360 CMR50245 50.0 190 62-3/4 23-1/2 103 240V  4.5 kW
801361 CMR75245 75.0 284 58-1/2 28-1/4 127 240V  4.5 kW
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residential gas water heaters
All Rheem residential gas water heaters are CSA certified for combination potable water/space heating.

fury — Natural gas
•	 Efficiency: 0.58 - 0.61 EF
•	 FHR: 49 to 88 gallons for natural gas
•	 Recovery Rate: 25.5 to 38.2 gallons at a 90° rise, based on model	
•	 �Guardian System and Sensor – Air/fuel shut-off device
•	 Patented magnesium anode rod with resistor protects the tank from rust
•	 All models certified up to 6,000 ft. above sea level
•	 Easy to light – no matches required
•	 EverKleen™ patented sytem fights sediment build-up
•	 Standard replacement parts

ITEM # Model 

capacity approximate
mbtu/ hr 

input

recovery/hr

EF
US 

Gal
imp 
gal Ltrs

ht  
(")

dia  
(")

wt  
(lbs)

US 
Gal

imp 
gal Ltrs

801330 RR30-30FV* 30 25.0 114 49-3/4 19-3/4 98 30 25.5 21.2 96.5 0.61
801336 RR60-51FV* 60 49.9 227 62 22-1/4 192 50 46.5 38.7 176.0 0.57

NOTE:  Propane Gas Option: add suffix “P” – P.O.A.
*Not available in British Columbia.

professional — Natural gas
•	 Efficiency: 0.58 - 0.62 EF
•	 FHR: 72 to 88 gallons for natural gas
•	 �Guardian System and Sensor – Air/fuel shut-off device
•	 Maintenance free – no filter to clean
•	 Disables the heater in the presence of flammable vapor accumulation
•	 All models certified up to 6,000 ft. above sea level
•	 EverKleen™ patented sytem fights sediment build-up
•	 Standard replacement parts

ITEM # Model 

capacity approximate
mbtu/hr 

input

recovery/hr

EF
US 

Gal
imp 
gal Ltrs

ht  
(")

dia  
(")

wt 
(lbs)

US 
Gal

imp 
gal Ltrs

801334 PRO40-40FV1* 40 33.3 151 54-1/4 20-1/4 130 40 34 28.3 128.7 0.59
801374 PRO40-36PFV 40 33.3 180 53-3/4 – 136 36 – – – –
801335 PRO50-45FV1* 50 41.6 189 54-3/8 22-1/4 160 45 38.2 31.8 144.6 0.58

NOTE:  Propane Gas Option: add suffix “P” – P.O.A.
*Not available in British Columbia.
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residential gas water heaters  (cont’d)
All Rheem residential gas water heaters are CSA certified for combination potable water/space heating.

power vent — Natural gas
•	 �Guardian System – Air/fuel shut-off system
•	 �Flammable Vapour Detection Sensor
•	 �Long venting lengths up to 100 feet, PVC or CPVC certified to ULC-S636 vent pipe options, vertical or 
horizontal termination

•	 �Integrated self-diagnostic system control
•	 �Environmentally Friendly Burner – Low Nox design
•	 �Certified for application up to 6,000 feet above sea level
•	 �Self-Cleaning – EverKleen™ patented system
•	 �Patented magnesium anode rod design
•	 �Standard 110 volt electrical connection

ITEM # Model 

capacity approximate
mbtu/ hr 

input

rec/hr (90° Rise)

EF
US 

Gal
imp 
gal Ltrs

ht  
(")

dia  
(")

wt  
(lbs)

US 
Gal

imp 
gal Ltrs

801395 PVS40-36E2 40 33.3 151 62-1/2 21-3/4 155 36 36.4 30.2 137.8 0.67
801397 PVS50-36E2 50 41.6 189 62-1/2 23-3/4 175 36 36.4 30.2 137.8 0.67
801398 PVW60-55FV 60 50.0 227 69-1/4 22-1/4 205 55 55.6 41.6 189.3 0.62

NOTEs:  �Heights indicated above are to vent. 
Propane Gas Option: add suffix “P” – P.O.A.

power direct vent — Natural gas
•	 Self-Diagnostic System
•	 �Environmentally Friendly Burner – Low Nox design
• 	 �Two pipe system: one pipe pulls in outside air for combustion, the other exhausts combustion gases
•	 120 VAC powered blower
•	 �Flammable Vapor Detection System
•	 �Venting Options – Long venting lengths up to 100 feet, PVC or CPVC certified to ULC-S636 vent pipe 
options, vertical or horizontal termination

•	 �Patented magnesium anode rod design
•	 Certified for applications up to 10,200 feet above sea level
•	 Brass drain valve and temperature and pressure relief valve are included
•	 Durable silicon nitride igniter (HSI)
•	 Side taps for space heating applications on 50-65, 65 and 75-gallon models
•	 EverKleen™ device removes sediment
•	 Standard replacement parts

ITEM # Model 

capacity approximate
mbtu/ hr 

input

rec./hr (90° Rise)

EF
US 

Gal
imp 
gal Ltrs

ht 
 (")

dia  
(")

wt  
(lbs)

US 
Gal

imp 
gal Ltrs

801340 PDV40-40 40 33.3 151 68-1/2 19-3/4 180 40 40.4 33.5 152.4 0.67
801341 PDV50-40 50 41.6 189 67-5/8 21-3/4 205 40 40.4 33.5 152.4 0.67
801342 PDV50-65 50 41.6 189 67-5/8 21-3/4 210 65 65.7 54.5 247.9 0.62

NOTE:  Propane Gas Option: add suffix “P” – P.O.A.

accessoRIES — water heaters
ITEM # Model Description

801692 QS-50 Quick Strap™  – Galvanized Water Heater Restraint Kit,
Up to 80 gal.
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CONDENSING TANKLESS WATER HEATERS
PRESTIGE SERIES
Rheem Prestige™ RTGH is a series of high efficiency condensing tankless gas water 
heaters designed for continuous hot water.
•	 94% energy efficient with stainless steel condensing heat exchanger
•	 Intelligent electronic controls
•	 Third party efficiency listed by AHRI
•	 0.26 GPM minimum flow rate, 0.40 GPM minimum activation flow rate
•	 RTGH-95 for 3 bathroom homes*–
	 9.5 gal./min. at 35°F rise max.,
	 8.4 gal./min. at 45°F rise,
	 SCAQMD rule 1146.2 compliant
•	 Compact space saving design
•	 Self-diagnostic system
•	 Digital display shows temperature setting and maintenance codes
•	 Two-pipe direct vent system designed for PVC pipe
•	 Built-in electric blower
•	 Guardian overheat film wrap (OFW)
•	 EZ-Link cable available for higher demand applications to connect two tankless units to operate as one
•	 Manifold up to six units with an optional MIC-6 manifold control board
•	 Manifold up to 20 units with the optional MIC-185 plus the MICS-180 manifold control assembly
•	 High-altitude capability – up to 9,840 ft. elevation above sea level
•	 Up to 38 ft. of 3” PVC pipe or 5 ft. of 2” PVC pipe
•	 Digital remote control and 10 ft. of thermostat wire included
•	 Supplied with a 120 volt power cord (indoor models only)
•	 Freeze protection to -30°F

*Based on simultaneous showers using 2.5 gallons per minute. Flow rates vary depending on temperature of cold water supply.

APPROXIMATE

ITEM # MODEL
GAS INPUT 

BTU/HR
TEMP. 

RANGE  (°f)
flow gpm 
@ 35° RISE

Connection
WATER         GAS H (") W (") d (")

wt 
(LBS)

801362 RTGH-95DVN 11,000 – 
199,900

85° to 140° 9.5      3/4     3/4 27-1/2 18-1/2   9-3/4 82

NOTE:  Propane Gas Option: replace the "N" suffix with  “P” – P.O.A.

ACCESSORIES — TANKLESS
ITEM # model DESCRIPTION

801363 RTG20111-1 Service Valve Kit with Relief Valve
801365 RTG20220 Service Valve Kit with Relief Valve

RTGH-DV
Indoor Direct Vent Model

11,000-199,900 Btu/h
Natural and LP Gas

RTG20220
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powervent

ITEM # Model 

capacity
input 

btu/hr

100°F 
rise 
gph HT (") DIA (") WT (LBS)

US 
gal ltrs

801316 GPVW75-75FV NAT 75 283 75,000 68.2 72 26-1/4 345

note:  Propane Gas option: add suffix “P”– P.O.A.

commercial gas WATER HEATERS
universal heavy duty series
•	 Designed to fit into tight retrofit applications
•	 Tested at or above 80% thermal efficiency
•	 �Short heights and narrow jacket diameters, plus the top, front and rear water inlets/outlets offer the 
ultimate in installation flexibility.

•	 �Rheem’s exclusive diagnostic system
•	 �Universal proprietary steel formulation and patented multi-flue design
•	 �Precision burners, raised port design, are formed from high chromium stainless steel. Burner 
assembly slides out like a drawer for quick inspection and maintenance.

•	 �Low profile damper minimizes overall product height. Heavy duty vent hood supports are designed 
to withstand the rigors of installation.

•	 �Full-port, full-flow Drain Valve, factory installed brass drain valve
•	 Direct Spark-to-Pilot Ignition System
•	 Certified for up to 5,000 feet for natural gas and 2,000 feet for LP; with high altitude certification kit, up to 8,000 feet.
•	 Patented Anode Rods.
•	 �All Flue Dampered Models are tested and certified to ANSI Z21.10.3-2001 CSA 4.3-2001 standard
•	 All Flue Dampered (G) models require a 120 Volt power source
•	 �(A) Optional ASME Models are available. Specify ASME when ordering — P.O.A.
Complies with ASHRAE 90.1B-1992

ITEM # Model 

capacity approximate
Kbtu hr 

input

rec/hr (100° rise)
therm 

eff.
US 

gal ltrs
ht  
(")

dia  
(")

wt  
(lbs) US gal ltrs

801313 G75-125 NAT 75 284 65-1/2 26-1/4 480 125 121 459
801315 G82-156 NAT 82 310 68-13/16 26-1/4 490 156 151 573
801322 G76-200 NAT 76 288 68-13/16 26-1/4 540 200 194 734
801320 G72-250(A) NAT 72 273 71-1/16 26-1/4 590 250 242 918
801326 G65-360(A) NAT 65 246 70-11/16 26-1/4 640 360 349 1321

noteS:   �Please enter suffix “BC” after model number when ordering from British Columbia. 
Propane Gas option: add suffix “P” – P.O.A.

80%
80%
80%
80%
80%
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commercial storage tanks
jacketed and insulated
•	 �Porcelain enamel lined tank
•	 Heavy duty anode rods
•	 ASME construction available
•	 �2" Polyurethane foam insulation
•	 �These models meet or exceed thermal efficiency and standby loss requirements 
of current ASHRAE standards

•	 ASME construction is available on models ST80A, ST120A and ST175A
•	 T&P Valve must be ordered separately based on water heater BTU input
•	 Complies with ASHRAE 90.1B-1992

capacity
ITEM # Model US GAL TRS ht (") dia (") wt (lbs)

852498 ST120 115 436 59-1/4 28-1/4 300

anode rods
Anode rods are the most important line of defence in increasing water heater tank life and preventing leaks. These devices 
work because the metal in the rod is more easily corroded than the metal of the water heater tank. You should check and 
replace your anode rod on a regular basis. When the rod is depleted, it can no longer protect your tank. Rods designated as 
“R-Tech” contain a patented resistor which slows corrosion even further and lengthens the life of the anode rod.

flexible — magnesium (r-tech)
•	 �Special anode rod for applications where access to the top of tank is restricted. Flexible rod 
links allow the rod to be fed into the tank opening in low clearance installations.

•	 Links can be removed for shorter tanks
•	 Patented R-Tech resistored design

ITEM # Model 
total 

length (") rod dia (")
hex head 

size (")
thread size  

NPT (")
anodic 

material
801710 SP8371B 54 0.840 1-1/16 3/4 Magnesium
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Hybrid water heaters
residential electric heat pump water heater

Hybrid Heat Pump
40 and 50-Gallon Capacities
240 Volt / 1 PH / 22 Amps

Electric

                                     DESCRIPTION                                                                DIMENSIONS (SHOWN IN INCHES)                                 ENERGY INFORMATION
                                                       FIRST HOUR            RECOVERY IN                HEIGHT                     DIAMETER                                            APPROX.                                         AVG. ANN.
   GAL.            MODEL                       RATING                  GPH @90° F                                                                                          UNIT                     SHIP                 ENERGY                 OPER.
   CAP.            NUMBER                       GPH                           RISE                            A               B                     WT. (LBS)            WT. (LBS)              SAVER                  COST

   40           HP40RH                56                      21                   65-1/2                     21                    190                246             2.0 EF             $234
  50           HP50RH                67                      21                   75-1/2                     21                    197                267             2.0 EF             $234

Efficiency
•  High 2.0 EF reduces operating 

cost $286 annually compared to a 
 standard 50-gallon electric water 
heater

Performance
•  FHR: 56-67 gallons based on gallon 

capacity

•  Recovery rate is 21 gallons at a 90 
degree Fahrenheit rise

Operation Modes
•  Energy Saver (heat pump)

•  High Demand (heat pump with 
element backup)

•  Electric Heat Only  
(Incoloy elements) 

Electronic Controls
•  Easy-to-use LED  

integrated touch pad  
controls

Easy Installation
•  Easy access side  

connections

•  21" diameter, fits through access 
doors

•  Easily replaces a standard electric 
water heater

•  Operating range of 40° F to 120° F 
with built-in freeze/overheat protection

Anode Rod
•  Patented magnesium anode rod with 

resistor extends the life of the tank

Plus…
•  3/4" NPT water inlet, outlet and  

condensate drain connections

• Stainless steel resistor elements

•  Easy access, top mounted washable 
air filter

•  2-1/2" Non-CVC foam insulation

•  Brass drain valve

• Temperature and pressure relief valve

 

    
 

Units meet or exceed ANSI requirements and have 
been tested according to D.O.E. procedures. Units 
meet or exceed the energy efficiency requirements 
of NAECA, ASHRAE standard 90, ICC Code and all 
state energy efficiency performance criteria.

LEED Points = 3

B

A

T&P
VALVE

HOT
OUTLET

DRAIN
VALVE

COLD
INLET

8" Top clearance 
for air circulation
3/4" water 
connections
240 Volt – 1 PH
Max amp draw – 
22 amps

Top View

25-1/2"
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